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Regulator, Pressure-Compensated
Flow Control Valve

OPERATION

The valve maintains a constant flow rate from 3 regardless of load pressure
changes in the system downstream of (3), or in the bypass leg at @)

The vahwe will pressure-compensate once a minimum pressure drop (determi
-ned by spring adjustment setting) is achieved from (I to (2. This value will
range from approximately 4.8 to 13.8 bar (70 to 200 psi).

The cartridge may be adjusted to +25% of nominal setling. At nominal setting,
pressure drop is approximately 9 bar (130 psi).

Flow oul of priority port G5 may vary based on inpul flow amount, particularly
with lower temperatures and increased fluid viscosities.
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SPECIFICATIONS
PRESSURE DROP VS. FLOW
%S Operating Pressure : 250 bar
g (o Flow Settings : Low Range: 1.9 to 9.5 lpm (0.5 to 2.5 gpm);
& 150 ssw32 cStOIL @ 100°F / 38°C Specify in 1.9 lpm (0.5 gpm) increments
B{22.

High Range: 11.4 to 22.7 lpm (3.0 to 6.0 gpm);
Specify in 3.8 lpm (1 gpm) increments.

Temperature : -40°Cto 120°C

o) — Filtrationn : Crilical Application - 1SO 16/12
,:\ MNon-Critical Application - IS0 19/15
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7Ho 1500 2950 5000 Fluids : Mineral-based fluids.
0 45&33”1;1‘%4::“0;155?“@?1 For other fluid compalibility, consult factory.
e pei{bar) Cavity : 10-3,see page 265

i*‘ z Body Material : Anodized 6061T6 aluminum

s & T T T T 3 Alloy rated at 207 Bar
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INSTALLATION DIMENSIONS
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TO ORDER
LPFR -10 * /* -**
= E BODY P{)HTING
- . 3N=3/8PT
Limited Range Adjustable ET= SAEE
8T=SAES8
Other Porting is Available
Regulator, Pressure i {Omit for Gartridge only )
Compensated
Flow Control Valve
~— Standard Settings
CAVITY 0.5 1.42 to 2.37Ipm
1.0 2.84 to 4.73lpm
' Di 2.0 5.68 to 9.46lpm
K 1-1/2' Dia. Knob
(Omit for 1/4' Hex Allen head) 25 7.08 to 11.81lpm

3.0 852 to 14.19pm
4.0 11.35tc 18.93lpm
5.0 14.19 to 23.66lpm
6.0 17.03 to 28.93Ipm
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